
AEI 1G 140 PENTA EMX three phases

1/2” > 3/8”

ACCESSORIES

3/8” > 1/2”

EMIX connections: 1/2” - 1/2”

EMIX

EXTENDED RANGE
-32°C | +50°C

UPDATE

FLASH MEMORY
CONNECTION

WEB CONTROL



A + A + A + A + A
A + A + A + B + B
A + A + A + A
A + A + A + B
A + A + A + C
A + A + B + B
A + B + B + B
A + A + A
A + A + B
A + A + C
A + B + B
A + B + C
B + B + B
B + B
A + C
B + C
A+D
D
E

iSERIESTM AEI 1G 140 PENTA EMX

COOLING
+35°C

Pdesignc kW 13,6 ASEER 5,11

HEATING
Average -10°C

Pdesignh kW 11,5 A+
SCOP 4,13

ERP Ecodesign - EN14825

V/Ph/Hz 400/N3/50

W/A 5200/10x3

kg 4,4

Twin Rotary

Auto

dB(A) 50

mm(inch”) 6,35 (1/4”)

mm(inch”) 9,52 (3/8”) / 12,77 (1/2”)
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ERP Ecodesign - EN14825 - Part Load

35°C 30°C 25°C 20°C 12°C 7°C 2°C -7°C TOL

kW - kW 13,65 10,05 6,60 3,44 2,82 4,08 6,17 10,10 6,65

EER - COP 2,60 3,71 6,01 8,57 5,43 5,04 4,25 2,76 1,78

AIR / AIR

MATCHINGS

LOW - 35°C
Average -10°C

Pdesignh kW 10,9 A++
% 158

MEDIUM - 55°C
Average -10°C

Pdesignh kW 8,5 A+
% 110

ERP Ecodesign - EN14825

EN14511

ERP Ecodesign - EN14825 - Part Load 

UNI 11300-4 (35°C) - Full load maximum power

55°C35°C

12°C 7°C 2°C -7°C TOL

kW 3,81 3,92 5,66 9,43 6,10

COP 7,1 6,00 3,79 2,21 1,26

12°C 7°C 2°C -7°C

kW 15,24 14,51 9,92 9,43

COP 4,12 3,66 2,85 2,21

12°C 7°C 2°C -7°C TOL

3,65 3,99 4,33 7,05 5,35

5,61 4,15 2,64 1,54 1,21

AEI1G140EMX+HKEE
AIR / WATER

COOLING

+35°C UE / 27/19°C UI Max 13,7 2,60

HEATING

+12/11°C UE / +20°C UI Max 16,3 3,51

+7/6°C UE / +20°C UI Max 15,5 3,10

+2/1°C UE / +20°C UI Max 10,9 2,46

-7/-8°C UE / +20°C UI Max 10,1 2,76

-10/-11°C UE / +20°C UI Max 8,2 2,29

UNI 11300-4 - Full load maximum power

Ideal matching with Emix/Emix Tank
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COOLING +35°C Max Nom

Capacity @ 18/23°C kW 13,3 9,9

EER @ 18/23°C 2,70 3,61

Capacity @ 7/12°C kW 9,0 7,5

EER @ 7/12°C 2,15 2,52

EN14511

7°C -7°C

kW 12,50 8,00

COP 4,11 2,72

CAPACITY kW

CAPACITY kW

DHW/Combi ERP
See Emix


